§ - c A M WITH 4-LINK CLOSER™ & CHICKEN TRACKER™

CLOSING SYSTEMS ——

Y-Cam Closing System with 4-Link Closer
" Walking beam design.

" Largest closing discs on the market (9"-10.5").

" 5" total adjustment in ¥2" increments for setting disc depth.
" Optional 2x2x2 dual fertilizer behind the closing discs.
" Y-Cam 4-Link allows 9" of vertical travel.

" Y-Cam 4-Link lets you run less down
pressure with more travel.

" Automated 4-Link Force available

" Fits John Deere, Kinze, White, Case
IH, Monosem, and other planters.

COVERING DISCS for Y-CAM
Optional . .
2x2x2 3 Disc Designs
dual side All work very well
placement
fertilizer

Chicken
Tracker

2x2x2

fertilizer 10.5" otched disc

10.5" NOTCHED
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6" Chicken Tracker

" Chicken Tracker
available in 4"
and 6" widths.

" Standard 6" rubber
closing wheel can
be used in lieu of
Chicken Tracker

Level Bubble bolts to the top adjustment holes
and aids in ensuring the Chicken Tracker and

closing discs are running level at the pivot point
of the Y-Cam bracket

New Easy
Adjust Y-Cam
lets you move
the closing
Chicken Tracker
up or down
without having
to remove the
wheel

Y-Cam Closing System with Chicken Tracker Closing Wheel

Chicken Tracker closing wheel mellows plus packs soil around the seed, eliminating air
pockets and clods.

Chicken Trackers for organic farmers help eliminate having to tine weed or rotary hoe
over the row before the crop emerges, because of the crumbling of soil—not smearing the
soil like a rubber tire does over the row. Even Chicken Tracker gauge wheels give you 4" of
mellow soil on each side of the row.

Easily move Chicken Tracker wheel up or down on the
Y-Cam with the quick adjust washers.

There are 7 adjustment holes on the Y-Cam.
The New Y-Cam Level Bubble will help put the
Chicken Tracker wheel in the correct hole of
adjustment.

Standard Settings: Typically, when using
the 10.5" notched disc, the Chicken Tracker

will be set to the middle hole. With the 9"
serrated STP disc, the Chicken

Tracker gets moved up '
to the 2™ hole.

When running level,
the closing discs will
be about 12" deep
alongside the furrow,
moving soil into the
furrow.




